
                       Caméra couleur Dome

           WV-CS570

Panasonic introduit la série des dômes  WV-CS570.
Particulièrement compacte 110mm, cette caméra comprend 
Un objectif zoom optique X22 et un contrôle en site/azimuth.  

510 lignes de définition horizontale (Position Hight)
pour délivrer des images d'une qualité unique. Ultra sensible,
cette caméra fonctionne jusqu'à 1 Lux de luminosité. 
Des super caractéristiques pour une image d'une grande clarté.
Rotation panoramique sans buttée 360° et 180°  vertical.
Cette camera procure une couverture totale de visibilité.  
Elle possède 32 positions mémorisées et pour les scruter
séquentiellement elle peut tourner à 300˚/seconde,
Elle peut en outre conserver l'image de la prépo précédente
pendant la rotation vers la prochaine prépo. 

Des zones privatives permettent le masquage des vues
à preserver. Une patrouille peut être mémorisée et répétée
à volonté. Un détecteur de mouvement numérique permet
la détection d'activité dans l'image. La télécommande soit
en Coax, soit en RS485 le rend compatible avec tous. 

Combinant des hautes performances et des spécifications,
uniques la série WV-CS570 pocure une sécurité optimale
au juste prix. 

CARACTERISTIQUES:

•.   Caméra dôme compacte d'un diamètre de 110 mm 

•  Définition horizontale: 510-lignes (en haute résolution).

• Retournement numérique automatique 180°.

• Eclairement minimum:
1 lux en aquisition couleur (Sens up off: AGC High)

• Fonction de masquage des zones privatives.

• Accroissement de la sensibilité X32 pour vision de nuit.

• Detecteur de mouvement numérique.

• Patrouille programmable.
  • Fonction Auto pan avec 32 prépositions

• 360˚de rotation sans butteeet max. 300˚/s entre prépos.

• Maintien de l'image pendant la rotation.

• 22x Zoom optique (3.79 - 83.4mm at F1.6) plus 10x
zoom Numérique pour un zoom total 220x.

• Auto focus.

• Communication multiplex-coaxial ou RS-485.

• 4 Entrées d'alarme  et 2 sorties télécommande.

• 16 caractères alphanumériques sur écran.

• Synchronisation: interne/Verticale multiplexée (VD2)
dans le Coaxial.

• En option dôme fumé ou argenté, montage mural ou
plafond sont possibles avec les accessoires optionnels.

Des Hautes Performances & des caractéristiques exemplaires
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CONSTRUCTION DU PRODUIT

Colour Monitor x 2

RGB Monitor

Digital Disk Recorder  
WJ-HD316A
2 drive bays

+

LAN/WAN

Internet

PC
PC

Ethernet
(10Base-T/100Base-TX)

System Controllers (Max. 4) 
WV-CU650

PS-Data

CH1 CH2 CH8 CH9 CH15 CH16

WV-CS570 Series x 8 WV-CP480 Series x 8

EXEMPLE DE SYSTEME

Model No. WV-CS570 WV-CS574
Effective Pixels 752 (H) x 582 (V)
Scanning Area 3.65 mm (H) x 2.71 mm (V), 1/4-type CCD
Synchronization Internal / Line-lock / Multiplexed Vertical Drive (VD2)
Horizontal Scanning Frequency 15.625 kHz
Vertical Scanning Frequency 50 Hz
Video Output 1.0 V [p-p] PAL composite / 75 Ω
Horizontal Resolution 510 lines at centre (Colour at High), 480 lines at centre (Colour at normal)
Signal-to-Noise Ratio 50 dB (AGC OFF, weight on)
Minimum Illumination 1 lux at colour imaging (Sens up off: AGC High)
Zoom Speed approx. 4.5 s (TELE / WIDE) in manual mode
Focus Speed approx. 5 s (FAR / NEAR) in manual mode
Iris automatic (open / close is possible) / manual
Maximum Aperture Ratio 1:1.6 (WIDE) - 3.0 (TELE)
Focal Length 3.79 - 83.4 mm
Angular Field of View         H 2.6˚ - 52.3˚ 

V 2.0˚ - 39.9˚ 
Electronic Shutter 1/50 (OFF), 1/120, 1/250, 1/500, 1/1,000, 1/2,000, 1/4,000, 1/10,000 s
AGC ON(LOW) / ON(MID) / ON(HIGH) / OFF
Sens Up MAX. 32 times, AUTO / FIX
Zoom Ratio x22 + digital zoom x10
Iris Range F1.6 - 22, CLOSE
Auto Focus MANUAL / AUTO
Auto Mode OFF / SEQ / SORT / AUTO PAN / PATROL
Auto Pan Key SEQ / SORT / AUTO PAN / PATROL PLAY
Digital Flip ON / OFF
Image Hold ON / OFF
Camera ID preset ID, camera ID, area title: up to 16 characters
Motion Detector ON / OFF
Alarm IN 4 inputs (ALARM IN 1 - 4)
Alarm OUT 2 outputs (ALARM / AUX1, B/W / AUX2)
Privacy Zone ON / OFF, up to 8 zones
Proportional PAN / TILT ON / OFF
Patrol LEARN / PLAY / STOP, up to 60 seconds
Cleaning ON / OFF
Panning Range 360˚ endless
Panning Angle Setting possible (in auto-pan mode)
Panning Mode manual / sequential position / sort position / auto pan
Panning Speed manual: approx. 0.1˚/s - 120˚/s  8-step/64-step sequential position: maximum approx. 300˚/s
Tilting Range –5˚ - 185˚
Tilting Mode manual / sequential position / sort position
Tilting Speed manual: approx. 0.1˚/s - 120˚/s  8-step/64-step sequential position: maximum approx. 300˚/s
Controls pan / tilt, lens, 32 preset positions, home position
Controller Interface Multiplex-coaxial / RS-485
Power Source 220 V - 240 V AC, 50 Hz                 24 V AC, 50 Hz 

Power Consumption 15 W                                                13 W
Ambient Operating Temperature –10 ˚C - +50 ˚C
Dimensions ø120 (D) x 191 (H) mm
Weight approx. 2 kg

SPECIFICATIONS

ACCESSOIRES EN OPTION
Smoke Cover
WV-CS2S
Mirror Cover
WV-CS2M

Direct 
Ceiling Installation
WV-Q105

Embedded 
Ceiling Installation
WV-Q106

Suspended 
Ceiling Installation
WV-Q117

Wall Installation
WV-Q118
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APPARENCE

Panasonic is the brandname of Matsushita Electric.
Printed in Japan

WV-JKCS570T(2N-743)

Important – Safety Precaution: carefully read the operating instructions and installation manual before using this product.
• Weights and dimensions are approximate.  • Specifications are subject to change without notice.  • These products may be subject to export control regulations.


